
CM-40

Input  1,350 W
No Load Speed  3,400 min-1

Cutting Depth  100 mm
Applicable Chain Width  10, 35 and 40 mm
Overall Dimension  261 x 320 x 382 mm
Weight  10.0 kg

Chain Mortisers 

Specifications

- Right and Left  75 mm
- Backward and Forward 125 mm50 ~ 185 mm

Moving RangeModel WeightOverall Dimension

CM-40 16.0 kg540 x 360 x 390 mm

Clamping Width

160 mm

Cutting Depth

9.5 ~ 30 mm

Applicable Chain WidthInput

1,350 W

No Load Speed

3,400 min-1

3,400 min-1 100 mm
No Load SpeedModel WeightOverall Dimension

CM-40 10.0 kg261 x 320 x 382 mm
Cutting Depth

10, 35 and 40 mm
Applicable Chain WidthInput

1,350 W

Input 1,350 W
No Load Speed 3,400 min-1

Cutting Depth 160 mm
Clamping Width 50 ~ 185 mm
Moving Range  - Right and Left 75 mm
 - Backward and Forward 125 mm
Applicable Chain Width 9.5 ~ 30 mm
Overall Dimension 540 x 360 x 390 mm
Weight 16.0 kg

CM-31

*  Chain blade is optional accessory.

*  Chain blade is optional accessory.

For making the mortise in wooden materials.
Mortise depth can be adjusted with depth 
gauge.
The machine can be set either left or right side 
with large guide plate.

*
*

*

For making the mortise in wooden materials.
Mortise depth can be adjusted with depth 
gauge.
The machine can be slided to left/right and 
front/back with large guide plate. The accurate 
and delicate adjustment is possible thanks to ad-
justment levers and handles.
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